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3-PART SPECIFICATION
MANUFACTURED MASONRY

GENERAL NOTES TO SPECIFIER:

This specification section has been prepared to assist design professionals in the preparation of project or office master specifications and may be used with most master specification systems with minor editing.
Edit carefully to suit project requirements. Modify as necessary and delete items that are not applicable. Verify that referenced section numbers and titles are correct. 
This is a closed proprietary specification.
NOTES TO THE SPECIFIER ARE CONTAINED IN BOXES (RED) AND SHOULD BE DELETED FROM FINAL COPY.

Optional items requiring selection by the specifier are enclosed within brackets, e.g. [35] [40] [45]. 
Make appropriate selections and delete others.
Items requiring additional information are underlined blank spaces, e.g. ___________ .
BOLD FACE TYPE identifies optional paragraphs and features that may be included or deleted depending on project requirements. Convert the bold face type to regular type when including these paragraphs or features. When deleting a paragraph, be certain that all subparagraphs are also deleted.
Revise footer to suit project/office requirements.
Electronic versions of this specification utilize automatic paragraph numbering.
When editing is complete, delete all text on this page, then remove the section break at the top of the next page to remove this page from the document.
SPECIFICATION BEGINS ON THE FOLLOWING PAGE.

MANUFACTURED STONE CLADDING

PART 1 - GENERAL

1.01
Related Documents
A
Read this section in conjunction with the General Provisions, other related sections of the Specification and the Preliminaries.
1.02
Type of Specification Section
A
This section is a Closed Proprietary Specification.
1.03
This section of the Specification and the [Contract] [Architectural] Drawings state requirements for:

A
Manufactured stone cladding
B
Application materials

1.04
Subcontractor Qualifications
A
Subcontractor shall provide documented evidence of experience in installation of manufactured stone cladding including minimum 5 projects within 650 kilometre radius of this Project.

B
Submit names and contact details of proposed Subcontractors.

IF FOLLOWING PARAGRAPH IS RETAINED, INSERT SPECIAL CONDITIONS DESIRED TO BE REVIEWED IN THE BLANK SPACE.
1.05
Sample/Benchmark
A
Provide in a location accepted by [Architect] [Superintendent] showing representative sample of installed product including penetration and termination details, corner detail, ______________________, mortar colour and tooling.
B
Minimum Size: 1000mm x 1000mm [___ by ___ mm].
C
Obtain acceptance from [Architect] [Superintendent] before commencing construction of Work under the Contract.
D
Accepted field sample may remain as part of completed Work.

1.06
Working Drawings
A
Provide working drawings showing all Work details.
1.07
Delivery, Storage and Handling

A
Follow manufacturer’s written instructions.

1.08
Project/Site Conditions
A
Maintain materials and ambient temperature in area of installation at minimum 4 degrees Celsius prior to, during, and for 48 hours following installation.

1.09
Warranty
A
Provide manufacturer’s standard limited warranty against defects in manufacturing for a period of 50 years following date of [Substantial Completion] [Final Acceptance].

1.10
Maintenance
In location accepted by [Architect] [Superintendent], provide manufactured stone in a variety of shapes and sizes in quantity equal to three percent of the installed stone. Packaging shall be accepted by [Architect] [Superintendent].
PART 2 - PRODUCTS
2.01 MANUFACTURER

A. Boral Clay & Concrete Products
Address: 251 Salmon Street, Port Melbourne, VIC, AUSTRALIA, 3207
Tel: (03) 9981 2800
Fax: (03) 9214 2192
Website: www.boral.com.au/stone 
INSERT NAME, ADDRESS AND PHONE NUMBERS OF LOCAL DISTRIBUTOR BELOW.

B. Manufacturer’s Distributor:
C. Substitutions: None permitted.

2.02 MANUFACTURED STONE CLADDING MATERIALS

SELECT PRODUCTS FROM A., B., AND C. BELOW AS REQUIRED FOR THE PROJECT. DELETE THOSE NOT USED.

A. Cultured Stone Textures:

SELECT EITHER SINGLE TEXTURE OR BLENDED TEXTURE COLOUR BELOW. FOR SINGLE TEXTURE DESIGNATE TEXTURE NAME AND COLOUR. FOR BLENDED TEXTURES, DESIGNATE COLOUR PERCENTAGE (OF EACH TEXTURE), TEXTURE NAME AND COLOUR; FOR EXAMPLE:

a. 80 Percent Country Ledgestone, Aspen.

b. 20 Percent Dressed Fieldstone, Chardonnay.
SELECT TEXTURES AND COLOURS FROM CURRENT CULTURED STONE  PRODUCT RESOURCES. www.boral.com.au/stone 
1. Single Texture Colour: _________________________________, _______
2. Blended Texture Colour:

a. ___ Percent ________________________________, _______________.

b. ___ Percent ________________________________, _______________.

DESIGNATE TRIM COLOURS/TEXTURES BELOW FROM CURRENT CULTURED STONE PRODUCT RESOURCES. www.boral.com.au/stone CLICK ON APPROPRIATE TRIM TYPE.

B. Architectural Trim:

1. Wall Capstones:

a. Texture: [Flat].

b. Colour: [ _____________________ ]
c. Size: 254 x 510 mm (10 by 20 inches) Dimensions are nominal.

2. Watertable/Sill—Stone Textured:

a. Colour: [ _____________________ ] [As shown on Drawings].

b. Size: 50m (front), 65mm (back) by 75mm by 455 mm.

c. Provide sloped top surface and drip edge.

2.03 RELATED MATERIALS

EDIT FOLLOWING MATERIALS BASED ON LOCAL USAGE AND BUILDING CODE REQUIREMENTS. DELETE MATERIALS SPECIFIED IN SEPARATE SECTIONS.

A. Water Resistive Barrier: Manufactured in accordance with AS4200-1 Pliable Building Membranes and Underlays – Materials
B. Metal Lath: 1.4 kg/m2 galvanized expanded metal lath

C. Fasteners:

1. Into Timber Studs: 40mm galvanised clouts or screws. Minimum length to penetrate 25mm minimum into the timber stud.

2. Into Metal Studs: Minimum 11.1 mm head diameter, corrosion-resistant , self-drilling, self tapping, pancake head screws of sufficient length to penetrate 10 mm minimum into the stud.

D. Mortar: Mixed following manufactured masonry manufacturer’s installation instructions.
1. Mortar Colour: Iron oxide pigments.

PART 3 - EXECUTION

3.01 EXAMINATION

A. Examine substrates upon which manufactured stone cladding will be installed.

B. Coordinate with responsible entity to correct unsatisfactory conditions.

C. Commencement of work by installer is acceptance of substrate conditions.

3.02 PREPARATION

A. Protection: Prevent work from occurring on the opposite of walls to which manufactured stone cladding is applied during and for 48 hours following installation of the manufactured stone cladding.

B. Surface Preparation: Follow manufacturer’s instructions designated below for the appropriate type of manufactured masonry and substrate.

3.03 INSTALLATION

MANUFACTURER’S INSTALLATION INSTRUCTIONS COVER NORMAL INSTALLATION CONDITIONS. UNUSUAL CONDITIONS MAY REQUIRE ADDITIONAL INFORMATION IN THIS ARTICLE. FOLLOW MANUFACTURER’S RECOMMENDATIONS FOR TYPE OF STONES TO BE INSTALLED WITH MORTARLESS JOINTS.

A. Install Cultured Stone products in accordance with manufacturer’s Cultured Stone installation instructions using [grouted] [tight fitted] joints.

B. Install architectural trim products in accordance with manufacturer’s Cultured Stone installation instructions.

C. Install/Apply Related Materials specified above in accordance with type of substrate and manufactured stone cladding manufacturer’s installation instructions.

D. Install weather resistant barrier in accordance with AS4200-1 Pliable Building Membranes and Underlays – Installation Requirements

3.04 FIELD QUALITY CONTROL

INSERT NUMBER OF ANTICIPATED SITE VISITS BELOW. DELETE THIS ARTICLE IF MANUFACTURE’S FIELD SERVICES ARE NOT REQUIRED.

A. Manufacturer’s Field Services: Provide ____ periodic site visits, each of approximately [one] [ __ ] hours duration.

3.05 CLEANING

A. Clean manufactured masonry in accordance with manufacturer's installation instructions.

3.06 PROTECTION

A. Protect finished work from rain during and for 48 hours following installation.

B. Protect finished work from damage during remainder of construction period.
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