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Keep in touch. We welcome your feedback and questions about the Boral Marulan South operations. You can call the Stakeholder & 
Environment Advisor, Sharon Makin, on 4841 1701 or via 0401 894 185. You can also call Boral’s Stakeholder Relations Manager in 
Sydney, Paul Jackson, on 9033 5215. By email, write to  sharon.makin@boral.com.au or paul.jackson2@boral.com.au .  View the 

website at www.boral.com.au/peppertreequarry. 

Boral is pleased to present this issue of the Marulan 
South Operations newsletter.  

 

 

 

The production of aggregate and limestone as useable 
products for our markets involves taking it from the 
ground and processing it to our customers’ 
requirements. 

In most quarries once the material is dug from the earth, 
it is transported by truck to a “primary” crusher where 
the rock is crushed. These crushers are usually located 
outside of the quarry pit. 

Peppertree Quarry has a primary crusher but it is 
different to most in Australia in that it is located in the 
quarry pit itself and is mobile. 

Our in-pit crushing crusher is a Metso Lokotrack LT160. It 
is one of the largest, most sophisticated mobile crusher 
in the southern hemisphere. 
 
The LT160 weighs in at an amazing 285 tons and 
measures 12 meters high by 25 meters in length. 

Prior to the crusher being brought to site, it went 
through an extensive design process to ensure it would 
meet Boral’s safety and environmental needs as well as 
the required Australian standards. As a result there are a 
number of innovations never before seen on a mobile 
machine. 

Some of the solutions, such as guarding and using stairs 
rather than ladders for maintenance access, are 
requirements of Australian standards whereas others are 
unique requirements that arose during the design of the 
crusher. These solutions include shrouds around the 
crusher to reduce both dust and noise, rubber wear 
liners on the hopper to reduce noise, a service crane 
installed for easier maintenance to eliminate the need 
for a mobile crane, as well as walkways that extend the 
full length of the Lokolink conveyors on both sides. 

In a conventional quarry operation, a front-end loader at 
the rock pile loads haul trucks that transport the rock to 
a fixed primary crusher. With the in-put crushing solution 
at Peppertree, an excavator is located on the rock pile 
loading material directly into the crusher.  Large rock 
that needs to be crushed passes through the jaw crusher, 
which is capable of processing rocks up to one meter in 
size. Crushed rock is then transported via conveyor for 
further processing outside of the pit.  

This has removed the need to have a fleet of haul trucks 
onsite reducing energy consumption, a source of dust 

and safety issues posed with the movement of large 
trucks around a site. 

The LT160 can crush 1150 tons of rock per hour and 
needs to be relocated every few hours – a process that 
can be done in minutes by an operator via a remote 
console worn around the operator’s waist.  

Currently the crusher is located on the first level of the 
pit but in the next few weeks it will be relocated down 
two levels into the pit proper. 

 

 

 

 

Metso and Boral won the Bulk Handling Facility of the 
Year (Manufacturing and Processing) award at the 2014 
Australian Bulk Handling Awards for their work at 
Peppertree and the crusher. 

 

We are proud of our crusher and think it needs a name. 
Watch out for a competition later in the year to visit the 
site and name the crusher.  
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